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SCALE : N.T.S.
| MN. % MIN. |
| O OUTFALL PIPE| RISER DIA. | MAX. DRAINAGE |
i DIA. (mm) (mm) AREA (ha) i
| s OUTFALL PIPE DIAMETER MAY BE SAME SIZE AS RISER DIAMETER. §
| FOR SEDIMENT TRAP, |
| SEE STO. SHEET7 T.ﬁ / TRASH HOOD |
| -j - PERFORATED RISER PIPE i
| oy WITH FILTER FABRIC OVER i
| R-4 RIP RAP , o |
S DE *57 STONE |
: / :
' ' . RISER PIPE
O NON-PERFORATED DIAMETER
OUTFALL PIPE
ELEVATION
NOTES: ). THIS DEVICE IS INTENDED TO BE USED AS AN
OUTLET FOR SEDIMENT TRAPS.
2). PERFORATIONS SHALL BE 25 mm IN DIAMETER, LOCATED
HORIZONTALLY AND VERTICALLY, AND SHALL NOT
THE OUTFALL PIPE.
3). THE PIPE OUTLET SHOWN SHALL ONLY BE USED
WITH SEDIMENT TRAPS WITH DRAINAGE AREAS OF
REQUIRE AN ENGINEERED DESIGN.
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